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Parameter
pH

Total Petroleum Hydrocarbons (TPH)

Potyeh] ited Biphenyls (PCBs)

i e——— R

Method

Chemistry of the Seil, 2nd ed., Reinhold
Publishing Co., 1964, p. 500.

Standard. ﬂ'ethods for the Examination of

Hater and Wastewater, 16th ed., American
Public Health Association, 1985, Method

503E.

est Methods for  Evaluabimg=S0lid Waste
hysical/Chepicet™HMethods, SW-846, United
States—Privironmental Protection Agency,

N

‘“\f-ﬁ-,-..»_: or analyze as part of 8080

GC/MS for Priority Pollutants

(below). s

=

1

Method 3540 (Extractia
Method 8080 (Analysis)

/s for ‘ fMétaog 354g7§‘ixtt('§ctios)} : [ (
if needed . Metho 8 emi-Volatile Organics

| pleske’y games 1

nalysis)

Method 8080 (PCBs/Pesticides Ar}aa]ysis)

TCLP

' Total Metals

J} "Revised Material

SW-846 Method 1310 (Extraction)

:SW-846 Method.7061 (Analysis, As)
SH-846 Method 7080 (Analysis, Ba)
SW-846 Method 7130 (Analysis, Cd)
SW-846 Method 7190 (Analysis, Cr)
SW-846 Method 7420 (Analysis, Pb)
SW-846 Method 7470 (Analysis, Hg)

. SW-846 Method 7741 (Analysis, Se)

SW-846 Method 7760 (Analysis, Ag)

SW-846 Method 3050 (Digestion for Ag, Ba,
Cd, Cr, Pb; analysis
by = methods listed
above for EP Toxicity
Metals) Fess

SW-846 Method 7061 (As)
SW-846 Method 7471 (Hg)
SW-846 Method 7741 (Se)

~

age 20 of 21 ' . January 1991 ~ Appendix xS(

SISVIL012100

EPA004463



